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3 x New GE LM6000PD-Sprint DLE Gas Turbines
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Exemplar Photo

Asking Price:


US  $19.5MM Each

36 month warrantees starting 1/1/2012
Equipment Scope of Supply:

Turbines                                              GE LM6000PD-Sprint DLE Gas Turbine






 48MW


 Fuel - natural gas only


 NOX Control – DLE (25 ppm)

Generators                                          MEID 800LL04


Air cooled, 2-pole operating at 13.8 kV, 60 Hz

Turbine/Generator Enclosure

Air Inlet System

Turbine Exhaust

Fuel System

Lube Oil System

Electro-Hydraulic Start System

Fire Protection System

Mark V Control System

Battery System

Generator Protective Relays

Soak Wash System

Factory options included:

Variable Inlet Guide Vanes

LM6000PD-Dry Lower Emissions System (DLE)

SPRINT Power Augmentation

Combustion Air Cooling – Chiller Coil

Lube Oil Cooler – Fin/Fan

Power System Stabilizer (PSS)

Left-handed Piping Connections (one of three units)

Left-handed line side Cubicle (two of three units)

Remote Monitoring and Diagnostics Service (first year services included)

DC Backup Lighting

Design Site Conditions:

Elevation                                             approximately 120 feet above sea level

Minimum Site Temp                           59F

Maximum Site Temp                          94F

Design Point Ambient

  Temp                                                 89.8F

  RH                                                     60.4%

Maximum Wind Speed                       150mph

Seismic                                               OBC 2000, Site Class D, Design Category F, 

Category II Facility with

1.25 Importance Factor

Roof Live / Snow Load                       60 lb/sq ft

Near Field Noise (based on

Placement of the Fin fan cooler)     85 dBV (A) arithmetic average sound pressure   level at locations around the package (vertical distance of 5ft (1.5m) above grade at a horizontal distance of 3ft (1m) from the exterior

Plane of equipment as tested in a free field condition over a hard reflecting ground plane. Coincides with operating at base-load.

Far Field Noise                                    65dB (A) at 400 ft (based on single-unit only operation)

